Cryogenic tank data (UK)

25 Ltr
N2

Typical Dimensions

585 mm
51 mm
395
7.4 kg

Carbostore

35 Ltr

Liquid

650 mm
63 mm
407 mm
12.2 kg

50 Ltr
N2
Liquid
810 mm
63 mm

407 mm
15.5 kg

N,, Ar, 0,

Gas or Liquid

Yes

16 bar

1501/min (9méhr)

1330 mm

610 mm

104 kg

151-200 litres

3/8" NPT(F)

3/4" BSP(M) Parallel

N,, Ar, CO,, 0,

Gas or Liquid

Yes (not for Oxygen)
24 bar

1901/min (11m?%hr)

1330 mm

660 mm

154 kg

201-300 litres

3/8" NPT(F)

3/4" BSP(M) Parallel

CO0,
Gas

No

22 bar
9 Kg/hr

1700 mm
600 mm
180 kg
270 Kg
BS No8



CS36

N2, Ar, 02

Gas

No

16 bar

300I/min (18méhr)

1650 mm
510 x 2
208 kg
360 Litres
3/8" NPT(F)

CS80

N,, Ar, CO,, 0,

Gas or Liquid

No

23 bar

415|/min (25m?/hr)

1913 mm

1200 x 1200 mm
702 kg

800-950 litres

3/4" BSP(M)

3/4" BSP(M) Parallel

CS95HP

N,, Ar, 0,

Gas or Liquid

No

37 bar

1667I/min (100m?/hr)

2335 mm

1420 x 1120 mm
960 kg

950 litres

3/4" BSP(M)

3/4" BSP(M) Parallel

CS200HP

N,, Ar, 0,

Gas or Liquid

No

37 Bar

1667I/min (100m*/hr)

2240 mm

1450 x 1670 mm
1630 kg

1900 litres

3/4" BSP(M)

3/4" BSP(M) Parallel

* Alternative outlets are available on request.



